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NTS

AS SPECIFIED

50 mm LIFTS OR 

SH 2 of 2

FOR UTILITY CUTS
FLEXIBLE PAVEMENT PATCHING

ENGINEERING & CONSTRUCTION SERVICES STANDARD DRAWING

NOTES:

 ASPHALT

EXISTING

UTILITY TRENCH WIDTH

UNDERMINING

FROM THE LIMIT OF 

MINIMUM OF 300 mm 

REMOVED OVER A 

PAVEMENT SHALL BE 

THE EXISTING  

1. FOR PAVEMENT PATCHING DIMENSIONS, REFER TO UTILITY CUT REPAIR GUIDELINES.

SURFACE COURSE ASPHALT

JOINT SEALING COMPOUND

OF HOT RUBBERIZED ASPHALT 

AND SEALED WITH A BEAD 

ALL EDGES TO BE ROUT

DRY DENSITY 

COMPACTED TO 100% MAXIMUM 

EXISTING GRANULAR BASE 

AGGREGATE MATCHING DEPTH OF 

GRANULAR A OR 50 mm CRUSHED 

EXISTING GRANULAR BASE

WITH SS1

COATED 

TO BE TACK   

ALL SURFACES 

V
A

R
IE

S

(VARIES)

OVERBREAK

(SEE NOTE 1)

TYP

STEP JOINT

VARIES
VARIES

MIN

300

BINDER COURSE ASPHALT

1800 mm MIN (SEE NOTE 1)

UTILITY CUT WIDTH

MIN

300


