
Preliminary Preferred Cross SectionCriteria for determining whether 
parking should be provided on for the 
north side or south side of Bloor St:
•	 the parking supply on each side of the street
•	 the parking utilization on each side of the street
•	 the proximity of off-street parking lots
•	 the frequency of pick-ups and drop-offs on each 

side of the street
•	 the frequency of Wheel-Trans pick-ups and 

drop-offs on each side of the street
•	 the feasibility of side streets and laneways to 

accommodate deliveries
•	 the side of the street with fewer driveways

P
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Anticipated changes to the operation 
of Shaw St and Roxton Rd are being 
developed through a separate project.  
Visit toronto.ca/shaw to find out more.

Anticipated changes to the operation 
of Shaw St and Roxton Rd are being 
developed through a separate project.  
Visit toronto.ca/shaw to find out more.

Carling Ave to Shaw St

Existing Parking Supply 9
Existing Parking Utilization Very 

High

Proposed Parking Supply 9
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 5
Wheel-Trans PUDO 
[monthly average] 25 

Ossington Ave to Carling Ave

Existing Parking Supply 5
Existing Parking Utilization Very 

High

Proposed Parking Supply 3
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 9
Wheel-Trans PUDO 
[monthly average] 5 

Concord Ave to Ossington Ave

Existing Parking Supply 7
Existing Parking Utilization Moderate

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 2
Wheel-Trans PUDO 
[monthly average] 4

Roxton Rd to Shaw St

Existing Parking Supply 8
Existing Parking Utilization Very 

High

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 7
Wheel-Trans PUDO 
[monthly average] 1

Ossington Ave to Roxton Rd

Existing Parking Supply 8
Existing Parking Utilization Very 

High

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 12
Wheel-Trans PUDO 
[monthly average] 4

Concord Ave to Ossington Ave

Existing Parking Supply 8
Existing Parking Utilization Very 

High

Proposed Parking Supply 6
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 4
Wheel-Trans PUDO 
[monthly average] 0

Delaware Ave to Concord Ave

Existing Parking Supply 11
Existing Parking Utilization Very 

High

Proposed Parking Supply 8
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 12
Wheel-Trans PUDO 
[monthly average] 4

Delaware Ave to Concord Ave

Existing Parking Supply 9
Existing Parking Utilization Moderate

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 9
Wheel-Trans PUDO 
[monthly average] 1

Dovercourt Rd to Delaware Ave

Existing Parking Supply 8
Existing Parking Utilization High

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 8
Wheel-Trans PUDO 
[monthly average] 1

Dovercourt Rd to Delaware Ave

Existing Parking Supply 10
Existing Parking Utilization N/A

Proposed Parking Supply 8
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 5
Wheel-Trans PUDO 
[monthly average] 167

Rusholme Rd to Dovercourt Rd

Existing Parking Supply 14
Existing Parking Utilization High

Proposed Parking Supply 11
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 4
Wheel-Trans PUDO 
[monthly average] 3

Havelock St to Rusholme Rd

Existing Parking Supply 4
Existing Parking Utilization High

Proposed Parking Supply 2
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 4
Wheel-Trans PUDO 
[monthly average] 58

Bartlett Ave to Salem Ave

Existing Parking Supply 0
Existing Parking Utilization Low

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 5
Wheel-Trans PUDO 
[monthly average] 2

Gladstone Ave to Bartlett Ave

Existing Parking Supply 10
Existing Parking Utilization Low

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 1
Wheel-Trans PUDO 
[monthly average] 4

Dufferin St to Gladstone Ave

Existing Parking Supply 7
Existing Parking Utilization Low

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 5
Wheel-Trans PUDO 
[monthly average] 20

Russett Ave to Dufferin St

Existing Parking Supply 0
Existing Parking Utilization N/A

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 2
Wheel-Trans PUDO 
[monthly average] 151

Pauline Ave to Russett Ave

Existing Parking Supply 10
Existing Parking Utilization Moderate

Proposed Parking Supply 10
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 4
Wheel-Trans PUDO 
[monthly average] 21

Gladstone Ave to Havelock St

Existing Parking Supply 9
Existing Parking Utilization Very 

High

Proposed Parking Supply 5
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 4
Wheel-Trans PUDO 
[monthly average] 2

Dufferin St to Gladstone Ave

Existing Parking Supply 11
Existing Parking Utilization Very 

High

Proposed Parking Supply 5
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 6
Wheel-Trans PUDO 
[monthly average] 13

Brock Ave to Dufferin St

Existing Parking Supply 22
Existing Parking Utilization Moderate

Proposed Parking Supply 10
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 13
Wheel-Trans PUDO 
[monthly average] 175

Salem Ave to Westmoreland Ave

Existing Parking Supply 10
Existing Parking Utilization Low

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 3
Wheel-Trans PUDO 
[monthly average] 12

Westmoreland Ave to Dovercourt Rd

Existing Parking Supply 5
Existing Parking Utilization Low

Proposed Parking Supply 0
Pick-Up / Drop-Off (PUDO) 
[weekday hourly average] 3
Wheel-Trans PUDO 
[monthly average] 13
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Bloor West Bikeway Extension
Draft preliminary Design

January 2020

Bloorcourt

Active Development Application

Signalized Intersection

Laneways

Proposed On-Street Parking / Loading Zone

TPA Off-Street Parking Lot & Parking Supply

Turn Restriction

New Turn Restriction

#

Existing Turn Restriction That Would Be Removed


